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e 1. GAGES USED WERE REFERENCED FROM 5 \
G CHISELED "X’ DN STEEL SEA WALL ACCROSS 3
° THE RIVER FROM BOAT RAMP. °

POSITIONS WERE DETERMINED BY G
REFERENCE BEACON
DETROIT,

PS
AT FORT WAYNE
MICHIGAN - FREQUENCY 313 KHZ. 200 BPS

3. TRANSDUCER FREQUENCY USED TO MEASURE DEPTH

SURVEY CONTROL DATA

DATA WAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES.
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THE INFORMATION DEPICTED ON THIS MAP
REPRESENTS THE RESULTS DF SURVEYS MADE
ON THE DATES INDICATED AND CAN ONLY BE
CONSIDERED AS INDICATING THE GENERAL
CONDITIONS AT THE TIME-

LOW WATER DATUM
ELEVATIONS AND PROJECT DEPTHS ARE
REFERRED TD INTERNATIONAL GREAT LAKES
DATUN» (1985) WHEN LAKE ERIE 1S AT ELEVATION
569.2 FT. ABOVE MEAN WATER LEVEL.

GRID CODRDINATES

GRIDS SHOWN ARE BASED ON NATIONAL

GEODETIC SURVEY PROJECTION TABLES,

STATE OF MICHIGAN, SOUTH ZONE (2113).

LAMBERT PRDJECTION, 1983 NORTH AMERICAN DATUM.

6.0 FT. CONTOUR
LWD = 569.2

DIRECTIONS

ALL DIRECTIDNS ARE GRID AZIMUTHS
REFERRED TO NORTH ZERD-

PROJECT DEPTHS

PROJECT DEPTHS ARE AS INDICATED ABOVE.
THE AUTOMATED ELECTRONIC SURVEY WAS
CONDUCTED BY FRED LEECH. PARTY CHIEF,
ABOARD THE USACDE SURVEY LAUNCH 3043.

AUTONATED EQUIPMENT USED

POSITIONING: STARLINK DGPS

DATA PROCESSOR: DELL PC
CDASTAL OCEANOGRAPHICS
ENCAD. CADJET 2

SONIC SOUNDER: INNERSPACE 448

N

SCALE: 12" = 50"
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